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RELEASE FOR IMPRINTING TOOLS AND CONCRETE
	Description
	



Liquid Release is a bond breaker used with stamping mats, texturing skins or texture rollers prior to imprinting concrete or cementitious overlays. It prevents the stamping or texturing tool from sticking to the surface, enhances the transfer of the detailed pattern and texture, and prolongs the surface life of the stamping mat or texturing tool. Use on integrally colored or uncolored concrete, shake-on color hardeners, and stamp-able cementitious overlays. It is suitable for outdoor and indoor use. It is particularly useful with overlays, since it will not contaminate the existing concrete substrate as readily as powdered releases. It evaporates quickly and requires little to no clean up prior to applying solvent based curing and sealing compounds such as EMERALD Cure and Seal, or prior to chemical staining with CONCRETE COLOR STAIN. Liquid Release may be tinted with Antiquing Release to create mottled color variations on a textured surface.
	Primary Applications
	



Preventing the adhesion of concrete to imprinting tools of all types

	Features/Benefits
	

	• Easy-To-Apply Liquid
• Prolongs Tool Life
• Interior or Exterior Use
• Apply with Sprayer
• Dramatically	reduces the occurrence of voids and bug holes
• Tolerant to freezing conditions during storage and transportation
• Treated forms are ready for use quickly
• DOT non-regulated: easy storage and shipping
• Very low odor

	

	Technical Information
	


Physical Properties at 70°F (21°C)
	Form
	Clear, thin liquid

	Specific Gravity
	.8795

	pH
	7

	Density
	.7.3 lb/gal (0.86 kg/L)

	Solids/Active Content
	15%

	VOC Content
	≤5 g/L

	Packaging
	


              LIQUID RELEASE is packaged in 55 gallon drum (208L), 5 gallon pails (18.9L) 
	Shelf Life
	


                              2 year in original unopened container.
	Specification/ Compliances
	


·            Corp of Engineers CE 1401.01(17.4) & CW	03101(5.3)	
·            GSA CE 204 (3-03-K)		
· ACI  347-68


	Coverage
	


A 5 gal. pail covers approximately 750 sq. ft. (1 l/3.7 m2) of concrete surface. Apply full strength. Do not dilute. Coverage will vary depending on timing, surface finish prior to stamping, application method, air temperature, humidity and wind conditions. Conditioning of the stamping tools with the liquid release prior to stamping will also affect the amount of material used.
	Directions for Use
	


Application Equipment: A clean, quality hand-pump sprayer equipped with a fan pattern spray nozzle should be used to apply Liquid Release. Material should be applied to the surface of the concrete and to the pattern and texturing tools. Spraying equipment must be resistant to solvent-based materials.
Application: Apply Liquid Release after all finishing is completed and prior to imprinting the surface. Do not attempt to float, trowel, or otherwise work the surface once the liquid release is applied. Do not apply over a large area, as the liquid release may evaporate prior to the imprinting process. Do not apply if bleed water is visible on the concrete surface. Material should also be applied to the imprinting tools.
Apply liberally.  Liquid Release evaporates and it must be reapplied to the concrete surface and tools during the imprinting process. Do not attempt to imprint the surface without liquid release visible on the concrete or imprinting tool surface. After complete evaporation, the concrete surface will lose its wet sheen and appear dull. The surface may be cured or sealed with EMERALD Cure and Seal, or chemically stained with CONCRETE COLOR STAIN™ in accordance with the Technical Data Sheets for those products.
	Clean-Up
	


Clean tools and application equipment immediately after use with mineral spirits.  Clean drips and overspray while still wet.
	Precautions/Limitations
	


· In all cases, consult the Safety Data Sheet before use.


WARRANTY: STONE MOUNTAIN CONCRETE SOLUTIONS, LLC (“SMCS”) solely and expressly warrants that its products shall be free from defects in materials and workmanship for one (1) year from the date of purchase. Unless authorized in writing by an officer of SMCS, no other representations or statements made by SMCS or its representatives, in writing or orally, shall alter this warranty. SMCS MAKES NO WARRANTIES, IMPLIED OR OTHERWISE, AS TO THE MERCHANTABILITY OR FITNESS FOR ORDINARY OR PARTICULAR PURPOSES OF ITS PRODUCTS AND EXCLUDES THE SAME. If any SMCS product fails to conform with this warranty, SMCS will replace the product at no cost to Buyer. Replacement of any product shall be the sole and exclusive remedy available and buyer shall have no claim for incidental or consequential damages. Any warranty claim must be made within one (1) year from the date of the claimed breach. SMCS does not authorize anyone on its behalf to make any written or oral statements which in any way alter SMCS’s installation information or instructions in its product literature or on its packaging labels. Any installation of SMCS products which fails to conform with such installation information or instructions shall void this warranty. Product demonstrations, if any, are done for illustrative purposes only and do not constitute a warranty or warranty alteration of any kind. Buyer shall be solely responsible for determining the suitability of SMCS’s products for the Buyer’s intended purposes.www.smcs1.com
 STONE MOUNTAIN CONCRETE SOLUTIONS, LLC
2700 VILLAGE GREEN DRIVE, CONNEAUT, OHIO 44030
216 218-1691 OH	814 580-2040 PA	706 363-7551 GA 	717 4FLOORS
  


image1.png
%

Stone Mountain

Concrete Solutions





