
 
 

 

 

 

 
 

 
This product meets the requirements of: 
ASTM C33 Standard Specification for Concrete Aggregates  
AASHTO M80 Coarse Aggregate for Hydraulic Cement Concrete 
 
Product Approved By:   Michigan DOT    Pennsylvania DOT    Ohio DOT  
 
 

    

 Typical Properties 

Property Value Test 

Specific Gravity 

Oven Dry 2.529 

ASTM C127 – ECS MIDWEST, LLC 

Saturated Surface Dry 2.566 

Abrasion Resistance (Los Angeles) 31.8% ASTM C131 – ECS MIDWEST, LLC. 

Freeze Thaw Durability  0.028% 100 Cycles – MDOT (2018) 

AWI (Aggregate Wear Index) 194 MTM 111- MDOT  (2018)  

Sodium Sulfate Soundness  3.5% ASTM C88 – ECS MIDWEST, LLC 

Clay Lumps and Friable Particles 0.04 ASTM C142 – ECS MIDWEST, LLC 

Chert 0.0 ASTM C123 – ECS MIDWEST, LLC 

Sum of Clay Lumps, Friable Particles and Chert 0.04 ASTM C142, ASTM C123 –ECS MIDWEST, LLC 

Coal and Lignite 0.00 ASTM C123 – ECS MIDWEST, LLC 

Flat/Elongated Particle 5:1 Ratio 1.0% ASTM D4791 – ECS MIDWEST, LLC. 

Chloride Content 

Acid Soluble 0.039% ASTM C1152 –  CTL Group 

Water Soluble 0.019% ASTM C1218 – CTL Group 

Water Absorption 1.44% ASTM C127 – ECS MIDWEST, LLC 

Crushed Pieces/Particles 100% ASTM D5821 – ECS MIDWEST, LLC. 

Loose Bulk Density  85.6 pcf ASTM C29 –   ECS MIDWEST, LLC 

Rodded Bulk Density 94.3 pcf ASTM C29 – ECS MIDWEST, LLC 

The information contained in this product information sheet is, to the best of our knowledge, true and accurate, but any typical values given are 
subject to occasional variations based on variations in the raw material inputs and processing operations. Each user is advised to evaluate the 
product (specific compositions, physical properties and performance characteritics) independently for suitablility in the intended use.  
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Crushed  
Limestone  

Michigan DOT Pit # 71-003 
Penn DOT Supplier Code: CALMIB14 

Ohio DOT Producer 05116-01 
 

Carmeuse Americas 
Calcite Quarry 

1035 Calcite Road 
Rogers City, MI 49779 
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